Panasonic 


Preliminary 


Featuring 2/3” three-CCD pickup elements with 1.3 million 
pixels, this High Definition camera is ideal for ENG applications 
when used with a UNIHI format portable VTR. 

The Dual Green System offers horizontal resolution of more than 
1,100 TV lines. This High Definition camera has been developed 
in cooperation with NHK. 


Features and Benefits 


Lightweight and Compact 

(1) This is the first High Definition camera in the industry to adopt a 
2/3” FIT-CCD. Compared to conventional models (as AK-HC1000), it is 
approximately 60% lighter, and half the size. 

(2) The camera can be connected to a newly developed UNIHI format 
portable VTR. Camera system can be carried on the shoulder, offering 
the portability for news reporting applications. 


High Resolution 

(1) A newly developed Dual Green System optimized for a High 
Definition camera, together with the 2/3” 1.3 million pixel FIT-CCD, 
helps to increase horizontal resolution to more than 1,100 TV lines. 

(2) Normally, there is loss in picture quality at the edges of the screen 
due to chromatic aberration inside the lens. Chromatic aberration is 
caused by differences in the refractive indices for different colors in the 
lens system. This camera uses the Dual Green method, unaffected by 
chromatic aberration of the lens index, assuring that high resolution 
extends to the screen periphery. 


HDTV 


Technical Information 


2/3” CCD High Definition 
Portable Color Camera 


Low Smear 


An FlT-type CCD greatly reduces the 
vertical smear that CCDs tend to suffer 
from. This assures natural images even 
when shooting with a spotlight or brightly 
illuminated subjects. 


FIT-CCD 


Faithful Color Reproduction 
Thanks to an optimally designed prism, an R/B separation optical filter, 
and color separation circuitry, color reproduction is the same as with 
an RGB three-CCD color camera system. 


Low Power Consumption 

The camera circuitry has been designed specifically to assure low 
power consumption. This enables battery-run operation, offering the 
mobility required for outdoor shooting. 


Technical Specifications (tentative) 


Pick-up method 3-CCDs, Dual-green 
| Pick-up element 2/3” 1.3 million pixel FI-CCD 
Horizontal resolution more than 1,100 TV lines (Response at 800 TV lines: 35%) 
Sensitivity 2000 Ix, F4 + 1/2 
S/N ratio (luminance) 50 dB 
Smear — 100 dB 
Power consumption 40W _ 
Weight 4.8kg (including viewfinder) 
|_ Dimensions | 268 (H) x 153 (W) x 289 (D) mm 


Panasonic U.K. Ltd. 


Further inquiries in Europe: 
Panasonic Broadcast Europe 
107-109 Whitby Road, Slough, Berks. SL1 3DR, THE UNITED KINGDOM 


Design and specifications are subject to change without notice. Printed in Japan 


